
Series AS ball bearing with waterproof seal, Wheels with polyurethane
tyre 87 Shore A

Series AS ball bearing with waterproof seal,
Wheels - 35016-A

Technical Specifications
- Tread: firmly bonded blue soft cast polyurethane tyre, hardness 87 Shore A.
- Wheel centre: white core of high-quality polyamide 6.
- Bearing: double shielded ball bearings lubricated with durable grease.
- Extra 3-part protection protects the ball bearing against moisture, dirt and dust.
- Temperature range: -30°C to +80°C.

Characteristics
The wheels are extremely shock- and wear resistant, excellent cut- and tear resistant,
non-marking, vibration absorbing, have low rolling resistance and very low-noise
performance. Hygienic wheels which, thanks to its maintenance free character are often
applied in food-industries with very good rolling characteristics at light to heavy loads. At
operating temperatures higher than +40°C the indicated load capacities will decrease.

Applications
Very suitable for intensive use on irregular and uneven floors where requirements are
made to very high rolling comfort and low rolling resistance and greases or oils play a
role. Excellent alternative when vulcanised rubber tread cannot be applied.
Also available with stainless steel (inox) ball bearings.

Classifications

Category Wheels

Wheel type Wheel (standard)

Article group Industrial stainless steel

Specifications

Attribute
Symbol in
drawing

Value

Article number 35016-A

Bore diameter 15

Bearing seat

diameter
35

Bearing seat depth 16

Load capacity 4 km/h 300

Fixing length 51,5

Wheel centre

diameter
100

Bearing type Ballbearing+V-prot.

Tyre Polyurethane

Tyre hardness 85° - 90° Sh.A

Tyre width 40

Hub diameter 48

Hub width 40

Temperature range
-20°C / +60°C, -20°C / +70°C, -30°C /

+80°C

Rim Plastic

Wheel diameter 125

Want more information about this
wheel solution or customization?

Visit the webpage of this product by scanning the
QR code with your phone.
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